
 
  
 

 

 

 

 
 

1027 N Jefferson St., Richland Center, WI 53581  ems.co.richland.wi.us 

Mike Jessen, Service Director                
michael.jessen@co.richland.wi.us 

Office 608-647-6474             
Fax 608-647-7151  

 

Date Posted: Wednesday April 23rd, 2025 

 

Notice of Meeting  

 
Richland County Joint Ambulance Committee 

 

Please be advised that the Richland County Joint Ambulance Committee will convene 

on Monday April 28th, at 7PM in the Richland County Board Room of the Courthouse 

located at 181 W Seminary Street, Richland Center, Wisconsin 53581. 

 

This meeting can also be attended via Webex with information available at: 

 

https://ems.co.richland.wi.us/about/agendas-minutes/ 

Agenda 

1. Call Meeting to Order 

2. Proof of Notification and Posting 

3. Roll Call 

4. Approval of Agenda 

5. Approval of Previous Meeting Minutes 

6. Public Comment 

7. EMT Delegation  

8. Directors Report:  

• Call Data  

• Financial Update  

• Status of Payments Due from Participating Municipalities to the County 

Under the MOU 

9. Review Resolution 25-06 Ethics Rules 

10. Discussion & Possible Action: Return to Quarterly JAC Meetings 

(Feb/May/Aug/Nov)  

11. Discussion & Possible Action: Staffing Change Recommendation to Executive 

Committee; Increasing Full-Time Staff by 2 with Temp Casual Reduction 

12. Discussion & Possible Action: Selling 2012 Ambulance to use as Down Payment 

on a Replacement Ambulance 

13. Discussion of Upcoming Meeting with Executive and Finance May 13th at 5 p.m. 

14. Ambulance Maintenance Update  

15. Adjourn  

https://ems.co.richland.wi.us/about/agendas-minutes/




























Foster Coach Sales

Demo

903 Prosperity Drive

Sterling, IL 

 Shawn Foster

 shawn@fostercoach.com

 800-369-4215

ANDREW EGER

Becky Isza

2025

AL-171 Type I

Ford F-550 XLT,  7.3L Gasoline, 193WB, 18,000 GVWR

108" CA, 4x4

171"L x 96"W x 74" Interior Headroom

QTY STD/OPT Description

1 15-M2-CD Chassis & Conversion

Chassis Model Year Estimate / Adjustment

109003

Liquid Spring Suspension Installation by Utility Bodywerks, 

see quote, the kit will be ordered through Utility Bodywerks; 

Requires Dump cancel switch that Medix will order and install - 

installed at the Curbside rear door on the wall - "L/S Dump 

Overrride" - p/n: MX09166.

     NOTE: 6 - 8 Week Lead Time

1 99-2921

Chassis: Wheels, Powder Coated OEM Chassis Wheels on 

F450/F550. Vendor (Carter Tire) to dismount all OEM wheel/tire 

assemblies and send the wheels, along with the spare tire 

wheel, out to be powder coated.  Vendor will then remount, 

balance and replace the tire/ wheel assemblies on the original 

chassis.

     NOTE:  ONLY Color offered is BLACK

-

01- Flooring & Interior Colors

1 STD
Cabinets: Powder Coated Aluminum

   Color: Pearl Grey

1 STD Alucabond Composite Subwalls

1 STD Upholstery: (Specify Color & compare to std. countertop color)

1 STD    Color: BLACK                Brand: EVS

1 STD EVS Cushions & Corner Padding

1 100020
Flooring: Lonseal, LonPlate (Diamond Plate), ILOS

     Specify Color:  Midnight 443 TX

1 100030
Compartments: Dri-Dek, floor liner, Installed on exterior 

compartment floors only.  Black

CHASSIS

BODY

Customer Phone #:

Sales Associate:

Sales Engineer:

VIN#:

Chassis Model Yr

MEDIX Model

Customer Email:

DEALER:

CUSTOMER:

Street or P.O. Box

City, State, Zip

Customer Contact:

Unit #:
xx-xxx-xxx
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1
99-1053-B

Modified

Compartments: Dri-Dek, Shelf Liner, Installed on exterior 

compartment shelves.  Black- Add to all exterior compartment 

shelves as designated below. NOTE: MSV-II Models Only:

a. Compt#2 – One shelf

b. Compartment #3 – Two shelves

c. Compartment #4 – Two shelves

-

02- Body & Chassis

NOTE 

WELD 

SHOP

-Note location of Static Vent on Curbside Side Entry Door.

-Note: Whelen OS Marker Lighting. Adjust hole pattern around 

module for Whelen OS light.

-Note Special #1 Compartment with separate upper electrical 

compartment door. 

-Note Rear wall light location.

WELD 

SHOP
Note: Roof to be .125" thickness.

1 STD
This chassis is equipped with a Diesel Exhaust Fluid (DEF) 

System to meet the EPA Diesel Emissions Standards.

1 STD

Anti-Theft Device: IdleLock Ignition Security System, for Ford 

F-Series Chassis Only. Locate activation button to the right 

side of the steering wheel.

1
200011-F1

Modified

Chassis: Air Horns, Buell dual horns, (1) 10" and (1) 12" 

airhorn mounted through the front bumper with a momentary 

switch PN:MX09102 on front console, "Standard" compressor, 

tank and fittings.  

     Specify Compressor Location: Compt #1A

     NOTE:  Type I Ford F Series Only.

NOTE: Horn trumpets stay chrome like front OEM bumper.

1 STD

Camera System: Ford "F" 'Series Super Duty OEM Surface Mount 

Back-Up Camera and Harness tied into OEM display in dash.  

Option Code 872.  Includes RVS-MV3-IR camera and RVS-OA08 

Harness.

1 STD
All Exterior compartments coated with light gray colored rubberized 

polyurethane material.

1 STD
Pass-Thru - Charcoal HDPE Frame and Latching, Sliding 

Polycarbonate Window.

1 STD

Lights: Compartment, TecNiq Flexible LEDs: 9", 27", 36" 45", 

54", ILOS compartment lights.

     Locate: Compartment #1- (2) 45" E44-W010V-1

     Locate: Compartment #2- (2) 27" E44-W06V-1

     Locate: Compartment #3- (2) 45" E44-W010V-1 

     Locate: Compartment #4- (2) 36" E44-W08V-1

     Locate: Compartment #6- (2) 54" E44-W012V-1
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1

99-2554

MODIFIED 

PER 

MODEL

Black Out Package: All outside "chrome" blacked out:              

(1)  Rear Bumper Assembly, including flip step and license 

plate bezel.

(1)  Vent Cover [Perko exhaust and NO static vent].

(4)  Rub Rails. (This truck will have rubber rub rails ILOS)

(7)  Drip Rails, (1) over each compartment and entry door.

(2)  Drip Rails, (1) full length each side on roof radius.

(1)  ADP Kick Plate Below back doors.

(2)  ADP Rear Corner Stone Guards.

(2)  ADP Front Corner Stone Guards AND (2) FRONT WALL 

GUARDS.

(1)  SS Fuel Fill Splash Guard.

(1)  SS DEF Fill Splash Guard.

(1)  Cast Fuel Fill Bezel.

(1)  Cast DEF Fill Bezel.

(1)  SS EZ mounting plate for shoreline.

(2)  Running Boards.

(2)  Entry door sills and (5) Compartment door sills.

NOTE: All fasteners will be ordered in BLACK. (Does not 

include rear door grabbers)

1 99-2798

Compartment #1: SS Forward, with Upper Electrical 

Compartment, Smooth Aluminum body, O2 Universal "M" or 

"H" cylinder storage for STEEL tank, Door with gas strut hold-

open, Sealed access to paddle handle in door panel. Stainless 

steel sill protector.

Production Note: Locate Yellow Tank Bracket so that the right 

hand edge is 1" from the right hand wall. 

The #1 Compartment is to be shortened so as to accommodate 

a separate exterior #1A Upper Electrical Compartment, located 

above the #1 Compartment. The #1A compartment is to be 

22"H and have a separate Left Hinged exterior door with 

sealed access to a paddle latch in the door panel. There will be 

a louver on the exterior door for ventilation and a 13.5" TecNiq 

Flexible LED light. 

     NOTE:  AL 171 Type I Models Only.

1 99-2477

Compartment #1: Divider, 60"H x 17"D in Compartment #1, 

Mounted to the Left side of the O/2 Tank. This Divider will have 

Hinge on the rear wall to Allow it to swing the front towards 

the cab. Install a spring latch on top and bottom of the Divider 

bottom. Making Room when Changing the Tank.  Divider PN: 

76-118024

Note: Divider to have light gray rubberized urethan coating.

   Note: For AL 171 models only
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1

Bid Option 

based on 

99-3907

Compartment #2: SS center, smooth aluminum body, Open 

Storage, Double doors with gas strut hold-opens. (1) 

Adjustable AL Style aluminum shelf with DA finish with full 

perimeter lips. Sealed access to paddle handles in door panel, 

Stainless steel sill protector. Will have an offset for (2) drawers 

below the action area (see drawer option in cabinet section). 

Tub to have backer plates welded to inboard/back wall and 

both side walls (above floor line) for equipment installed after 

delivery (weld in backer below floor line also). Order special 

tub PN# 77-xxxxx

     NOTE:  To be used on models that DO have an angled CPR 

overhead cabinet above the action area.

     NOTE:  AL 171 Type I Models Only.

1 STD

Compartment #3 SS Rear: 3/4 Height, Smooth Aluminum body, 

Offset in upper left corner for 22"W rear A/A shelf, Inside/Outside 

access, (1)- adjustable shelf w/DA finish and bent up lips on all 

sides. Door w/gas strut hold-open. Sealed access to paddle handle 

in door panel. Stainless steel sill protector.

1 99-0886

Stair Chair: Rubberized urethane coated smooth aluminum 

stair chair carrier, attach to the door liner on compartment #3 

interior door panel with seat belt strap to secure stair chair.  

PN: 33-10-3144

NOTE:  REQUEST TO ENGINEERING 2/6/25 TO MAKE EASIER 

TO LIFT IN/OUT BY CUTTING DOWN SIDES ON ANGLE AND 

SHALLOWER FRONT LIP

2 STD

Rear Entry Doors: Dual door system w/exterior/interior, locking 

paddle handles; fixed glass windows and Cast Grabber hold-opens. 

Sealed access to paddle handles in door panels. Stainless steel sill 

protector. Two-piece interior door panel. 

Note: V-Bar Grab Handles Standard.
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1 99-3908

Curbside Door Forward: Custom Configuration with 72" Bench 

and WIDER Compartment #4 to accomodate larger gear.

The Side Patient Entry Door on the Curbside of the Body is to 

be relocated to the forward most position on the body, against 

the front wall. The exterior patient entry door height will be 

increased to 85" height, for the purpose of installing the 

Curbside Forward Upper Corner Warning Light on the exterior 

door. A NEW WIDER Curbside #4 Compartment will be located 

AFT of the Curbside Entry Door. There shall be two AL Style 

adjustable shelves with lips on all sides within this 

compartment. The area above the module floor level is to have 

an inside/outside access. (Interior cabinet options are separate 

from this option). Include backer plate for future ALS Monitor 

Equipment installation.-See prints for layout. 

     NOTE:  Side Entry Door PN: 78-116143

     NOTE:  #4 Compartment Door PN: 78-120041

     NOTE:  #4 Compartment Tub PN: 77-120038

     NOTE:  AL 171 Type I Models Only.

    *NOTE: To be used with Door Forward design only, 

increased width Compartment #4 option and decreased width 

Compartment #6 option.

1 STD

Drop Skirt - a 4" dropskirt shall be provided on both Streetside and 

Curbside forward of the rear wheelwells.  Taller front stone guards 

shall be provide on both driver and passenger sides.

1 Modified

Curbside Entry Door: Taller for 4" drop skirt.  Door handle to 

remain aligned with Compt #4/5 handle; Single door system 

w/exterior/interior, locking paddle handles; window w/fixed glass; 

Gas strut hold-open. Sealed access to paddle handles in door 

panel. LED Step well light. Stainless steel sill protector. Two-piece 

interior door panel.

Note: V-Bar Grab Handles Standard.

Locate against forward bulkhead wall.

 Install Curbside Forward Upper Corner Exterior Warning Light 

on this door. 

1 Modified

Curbside Entry Door Stepwell: Dual, smooth aluminum steps 

welded into door opening coated with rubberized urethane liner 

material. Stainless steel threshold trim. Dri-Dek insert on lower floor 

of step entry. 

Stepwell to have dual LED white strip lights, one per side of 

stepwell, along floor level from module floor to door frame. 

Lights to be covered by stainless steel shroud.

     NOTE: Stepwell to be located forward against the front wall 

ILOS.
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1

99-3915 

Modified 

for upper 

strap 

Compartment #6 CS Rear, Reduced Width-to be used with 

option 99-3908 curbside entry/compartment #4: Smooth 

Aluminum body, Vertical backboard and lower stair chair 

storage w/(2) full width seat belts restraints; (1) in upper 

section, (1) lower section. Door w/nylon strap hold-open. 

Sealed access to paddle handles in door panel, Stainless steel 

sill protector. Compartment to be 16" Wide.

    Order special tub PN# 77-120037.

     NOTE:  AL 171 Type I Models Only.

    *NOTE: To be used with Door Forward design only, 

increased width Compartment #4 option.

1 DEL

DELETE STANDARD Divider: Aluminum w/DA finish, vertical in 

back Board Compartment

   Locate: Compartment #6 - standard location

1 99-0119

Seat Belt: Automotive Style with footman loop anchors - 24.75" 

Long. NOTE: Not for use at a seating position.

    Locate: in lower section of compartment #6 

1 STD

All Entry Door paddle handle and rotary latching components will 

include emergency door releases located top and bottom of each 

door and shall meet the FMVSS 206 30G Test Requirement

1 99-2457

Handles: TriMark powder coated black entry and compartment 

door handles ILOS chrome.  Includes all exterior and interior 

door handles.

1 200200MSV

Power Door Locks: All Entry and Compartment Doors, wired to 

OEM door lock system. Includes (1) switch by Curbside Entry 

Door interior in standard 4-position switch panel and (1) at 

Rear Curbside Wall - MSV II ONLY

1 Modified

Rear Bumper: CAST Aluminum corner pods w/Dock bumper 

pads, Center grip-strut flip-up step, powder coated steel frame - 

WILL BE BLACK NOW.

1 99-0390

Chassis: Bumper, CPI cast aluminum rear bumper pods with 

Medix Logo ILOS.

     NOTE:   MSV-II/AL Models Only.  - WILL BE BLACK NOW.

2 STD
IV Hangers: (2) Cast black rubber fold-down over knee area of Cot 

and Squad Bench

3 STD
Mirrors, OEM: (1) heated/remote control on each cab door, (1) on 

interior windshield

1 DEL
DELETE STANDARD Wheel Covers: Stainless steel covers 

w/Valve Extenders

4 Modified
Corner Guards: Lower body corners, ADP; (2) 4" taller ADP on 

Curbside front and Streetside Front - WILL BE BLACK NOW.

4 Modified

Stone Guards: ADP, Front face of module inboard of corner stone 

guards, 16"H, mounting between Front Face and back of Chassis 

Cab. - WILL BE BLACK NOW.

1 Modified
Kick Plate, Rear: ADP, below rear doors across to corner posts- 

WILL BE BLACK NOW.
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1 99-0667 Rub Rails: Extruded rubber rub rails- ILOS

2 Modified
Running Boards: Diamond Plate, Type I w/starburst pattern - 

WILL BE BLACK NOW.

1 200110
Fender Flares: Black rubber, ILOS stainless steel on MSV II 170 

only.

2 Modified
Fuel Fill Bezel: Cast aluminum; DEF Fill Bezel: Cast Aluminum -

WILL BE BLACK NOW.

2 Modified

Fuel Fill and DEF Fill Bezel and Stainless Steel Plate: Cast 

aluminum; DEF Fill Bezel: Cast Aluminum. Note extended length 

DEF plate for 4" Drop Skirt. -WILL BE BLACK NOW.

1 STD

Insulation: Pink, double sided radiant barrier/acoustic material - 

exterior compartments to be wrapped with additional insulation with 

both R value and noise isolation properties.

1 STD
Insulation: Pink, double sided radiant barrier/acoustic material, 

installed on curbside and streetside rear wheel wells.

1 STD

Insulation: Pink, double sided radiant barrier/acoustic material, 

installed on backside of main cabinet wall on all flat surfaces and on 

top of tub mounting brackets. 

1 STD
Insulation:  Spray in place foam applied to curbside entry step well 

and both rear wheel wells

1 STD Undercoating: Per QVM Guidelines

-

03- Brake, Turn & Back-Up Lights

1 Modified
Lights: DOT, Brake/Tail, Turn, Back Up: Whelen M6 series LED 

with BLACK lenses, ILOS 600 series B/T/T. 

1
NEW BID 

OPT

Lights: DOT Marker, Black Out Package -  Marker lights to 

have black bezels - (7) Whelen OBR00MCR Red and (7) Whelen 

OBA00MCR Amber LED clearance and marker lights. 

Locate: (5) Red marker lights on rear face of body, (2) Red 

marker lights side facing on rear extrusion.

Locate: (5) Amber marker lights on front face on body, (2) 

Amber marker lights side facing on rear extrusion. The two 

side facing amber lights to be wired as turn signals. All 

remaining OS lights to be wired as steady burn marker lights. 

Note: All lights to have BLACK BEZELS ILO chrome flanges.

NOTE: FOR AL 171 MODELS ONLY

NOTE

Production Note: Must drill 1/2" center hole instead of 3/4"; 

drill (2) holes for #6 screws for mounting. BEFORE paint, loop 

wires and pull back through holes and position for retrieval 

after paint for final install of lights.

1 300100

Lights: DOT, Brake and Turn, Interior, LED, Under rear 

overhead cabinet, Two (2) CPI amber marker style wired to turn 

signals; One (1) CPI red marker style wired to brake circuit.

-
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04-
Electrical, Power Distribution, Control Center & 

Interior Lighting

NOTE:  Standard M2 Rocker/Relay hardwired electrical system 

with "L" Series switches. All switch panels to have Carbon 

Fiber Finish. 

Front Panel MX01669. Rear Panel MX01670.  Curbside 4 Switch 

Panel MX01614. Rear #6 Cover 3 Switch Panel MX01615.

1 STD
Battery Switch, Automatic: TST CDR-400. Located in Electrical 

Cabinet.

2 STD Batteries: OEM, under hood

1 STD

Front Console/ Switch Panel: Standard Gen-T Type I Console. 

PN: 44-114259. Formed Aluminum body powder coated black and 

attached to chassis floor. Switch panel: Engraved plastic with LED 

lighted switches for Emergency Master, Primary/Secondary Modes, 

Siren/Horn, Left, Rear and Right Floods, Back-Up Alarm, Module 

Disconnect. Siren mounted in separate removable faceplate below 

switches. Includes Gen-T Standard Switch Faceplate w/carbon fiber 

finish, one removable faceplate for the standard siren, two 

removable radio faceplates, and a mobile phone/mobile radio cutout 

between the rear cupholders.

3 99-0076

Electrical: 12VDC, 12 gauge power & ground.  IATS

     Location(s):  (1) Front Console, (2) in #2 COMPARTMENT 

forward and rear top corners for future flashlight installation

1 99-3512

Electrical: USB Port, Positron MX09336 dual port USB-C & USB-

A power outlet with waterproof cover. Requires drilling round 

hole. (no mounting bezel required, does not work with 

curbside wall or switch panels)

     LOCATION: passenger side of the console up high

1
99-0747

Modified

Electrical: Antenna, (2) 25' Coax with 3/8" through-hole 

antenna bases prewired to roof ILOS standard coaxial cables. 

NOTE: MEDIX  to drill hole and complete mount IN ROOF. 

 Terminate (1) behind driver's seat and run other end to above 

Dome #1; Terminate (1) behind additional radio cabinet panel 

in Action Area and run other end of coax to above Dome #2.

   NOTE: Make sure to run one power wire ignition hot and one 

battery hot terminating to each location.

     Note: Modular Units Only.

11 STD

Dome Lights: LED w/flange, 2-banks of four (4) lights switched 

separately with Hi/Lo functions; 1-bank of three (3) lights centered 

over cot, switched separately with Hi/Lo functions.

1 STD

Accent Light: Install one ITC LED Cool White 10mm Luna Strip 

Light with channel along the top of the main cabinet wall along the 

ceiling seam.  Wire to electrical system with switch titled "Accent 

Light" located in rear switch panel. Provision for two levels of 

brightness via one switch (On/Off), PN MX09277.
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1 STD
Action Area Light: 12 VDC LED light, with On/Off switch on rear 

control panel

1
99-0617 

Modified

Electrical: Shoreline, 125VAC, 20-Amp, Kussmaul SUPER Auto 

Eject P/N: 091-55-20-120 side wired with hinged, BLACK, 

weatherproof cover, Located above Compartment #2 on 

Streetside. Will have to be mounted on a Kussmaul Stainless 

Steel E-Z mounting plate P/N: 091-185-009 with green indicator 

light for ease of access. Mating Connector to be shipped 

loose.  ILOS

NOTE: S.S. E-Z PLATE WILL BE BLACK NOW ALSO, SEE 

BLACK-OUT PACKAGE OPTION ABOVE.

1 99-3848
Electrical: Shoreline, 125VAC, 20-Amp, Kussmaul SUPER Auto 

Eject weatherproof cover to be BLACK, ILOS Yellow.

1 STD

Switch, Momentary Disable: For Scene/Load Lights. (1) Located 

on Curbside Wall in 4-position carbon fiber finish bezel: MX01614 

and (1) 3-position MX01615 located on Rear Curbside wall in 

standardized position, vertical S.S. trim is punched for switch panel.

1 STD
Timer: 5-minute check-out, wired to all dome lights, set to high 

mode.

1 99-0994

Switching: Timer, Intermatic FD30MHW 30 minute spring 

wound rotary style timer with "HOLD" feature wired to patient 

compartment dome lights.

     Location:  C/S WALL HEAD OF BENCH

1
99-2369

Modified

Electrical: Prewire, Move Inverter, suction pump and breaker 

box from compartment #2 to compartment #1A above O2 

Compartment.

     NOTE:  Type I Models Only.

1 400160

Inverter: Vanner LSC12-1100- 1100watt with 3-Stage 55Amp 

battery charger, 20Amp power supply and built in GFI. Remote 

controlled with switch in the rear switch panel.  (This option 

deletes the GFI in the A/A wall).  ILOS   NOTE:  OPTION 99-1955 

IS REQUIRED WHEN ANY INVERTER IS MOUNTED IN ANY 

BULKHEAD or INTERIOR ENCLOSED CABINET. OPTION 99-

2899 DUAL FANS REQUIRED ON RP-90ES and 150 MODELS.

     Location:  #1A above O2 compartment

1 400150
Electrical: Battery Charger, DELETE STANDARD (when adding 

Inverter with integral charger)

1 Modified
Breaker Box: 125 VAC w/20-Amp Breaker located in exterior of 

compartment #1A.  GFI receptacle located on the Action Area wall.

3 Modified

12VDC Outlets: Wall plate with Single 12VDC outlet dual 2A USB 

charging ports combined, Positron Panel backlit w/Medix Logo, PN 

#MX01668. (2) in Action Area; (Standard 12v in 2nd A/A was 

relocated to main A/A); (1) Exterior #4 Compartment LH Wall 

towards BOTTOM of compartment (below bottom shelf)  in 

Surface Mount Box
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3 99-3479

Electrical: 12VDC, (1) wall plate with (1) 12VDC outlet and (1) 

dual 2A USB charging ports, Positron Panel, PN #MX01668, 

IATS.  

     Location: (1) on curbside wall over workstation; (1) Inside 

lower "E' Cabinet upper right hand side of back wall facing 

opening in surface mount box; (1) in cabinet "G" on bulkhead 

wall, lower right hand corner in Surface Mount Box.

3 Modified

125VAC Outlets:: Duplex Outlet, Grey outlet w/Carbon Fiber finish 

faceplate. (1) in Action Area, (1) in 2nd Action Area, (1) Exterior #4 

Compartment LH Wall towards BOTTOM of compartment 

(below bottom shelf) in Surface Mount Box.

3 99-2574

Electrical: 125 VAC, Duplex Outlet, Grey outlet with Carbon 

Fiber finish faceplate. IATS.

Specify Location: (1) on curbside wall over workstation; (1) 

Inside lower "E' Cabinet upper right hand side of back wall 

facing opening in surface mount box; (1) in cabinet "G" on 

bulkhead wall, lower right hand corner in Surface Mount Box.

     NOTE:  AL 171 Type I Models Only.

1 99-0854

Electrical: 125VAC, Untech 901 relay wired to shoreline to 

allow switching function for 125VAC power.

       DESCRIPTION: Wired to drawer below 2nd A/A.

1 Modified

Rear Switch Panel: (1) Rear Carbon Fiber Electrical Panel 

#MX01670.

     Note: to include additional switch for 3-Way Mod 

Disconnect and Cabinet lights.

1 99-0284

Switching: (2) Module Disconnect w/Red Bezel, 3-Way 

"ON/ON" switches P/N: MX09174 located in (1) in rear switch 

panel IATS and (1) in front switch panel ILOS.  Locate in the far 

right hand blank switch position on rear switch panel.  

Requires three additional wires from front console to rear 

console.  Switches will not have an off position.  

1 99-1765

Lighting: Cabinet, (4) TecNiq E44-B03V-1 Flexible LEDs, BLUE - 

13.5" for interior cabinet - to be wired to the interior cabinet 

light switch.

   Locate: (1) ran vertically on each side of cabinets A1 and 

Action Area Overhead, close to opening.

2 99-2078

Lighting: Cabinet, (1) TecNiq E44-B04V-1 Flexible LEDs, BLUE - 

18" for cabinet - to be wired to the interior cabinet light switch 

and tied to other cabinet LEDs.

    Locate: (1) ran vertically, each side in bulkhead cabinet G1
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2 99-1766

Lighting: Accent, TecNiq E44-B05-1 Flexible LEDs, BLUE - (2) 

22.5" for interior cabinet - to be wired to the interior cabinet 

light switch.

   Locate: Ran horizontally on each section of Squad Bench 

Overhead, close to opening; Ran vertically on each side of 

cabinet A2

1 99-1402

Lighting: Cabinet, (1) TecNiq E44-B08V-1 Flexible LEDs, BLUE - 

36"- to be wired to the interior cabinet light switch and tied in 

with other cabinet light options.  NOTE:  This LED is in 

addition to the exterior compartment lights.

   Locate: (1) in rear overhead ran horizontally.

1
99-2460

Modified

Electrical: Clock, Marathon CL030062BK Slim-Jumbo Atomic 

Digital wall clock installed on WALL UP HIGH AT FOOT END 

OF BENCH. Self-setting/Adjusting, 12 or 24 hour format. (Order 

with mounting plate)

-

05- Warning Lights & Sirens

1

99-3464 -

see 

lighting 

options 

below

Lights: Warning, Black Out Package - All emergency and scene 

lighting to have black flanges, ILOS chrome. 

-(15) M9 - M9FB

-(2) M9 Loads - M9FB

-(3) M7 - M7FB

-(6) M6 - M6FB

-(2) M2 - M2FB

-(4) LINZ6 - Black

1
99-1358

Modified

Lights: Warning, Whelen M-Series LED EMERGENCY Lighting 

Package ILOS Whelen LED warning Package- Ford, Chevy 

Type III MSV-II and Ford and Dodge Type I - MSV-II Models 

ONLY.

NOTE: Does not include LED Scene or Load Lights.

All LED lights shall have CLEAR Lenses.  All emergency and 

scene lighting shall have BLACK  flanges in standard 

locations. 

 Front of Body: Add (7) M9 Whelen LEDs- Specify pattern by 

LED Color: Configured R-DUO-R-W-R-DUO-R .  (4) M9 Red 

LEDs, (2) M9 Red/White DUO & (1) M9 White, (2) outer corners 

and (1) center light flash on K-Spec flasher. Inner (4) flash 

independently on Light Bar switch on front console.

Sides of Body: (4) M9 Red LEDs: (2) each side in upper corners

Rear of Body: (4) Whelen M9-Series Red LEDs: (2) in upper 

outboard corners, (2) Mid-Body wired as Warning/Brake at the 

window level, (1) Whelen M7-Series Amber LED in the center 

position over the rear doors.

Brake, Turn & Back-Up Lights: M6 LEDs

Lights, Warning, Intersection Lights: (2) M2 Red/White LEDs 

on Front Fenders; (2) M7 Red LEDs above rear Wheel Wells- 

wired to Primary/Sec Modes
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1 99-3909

Lights: Warning, Whelen M7AC AMBER Super LED with clear 

lens and BLACK flange, ILOS M9 Amber M9AC in M Series 

Option Package

   Locate: Rear wall center

2 99-3910

Lights: Warning, (1) Whelen M9DD Red/Clear DUO Super LED 

with clear lenses and BLACK bezels, ILOS M9 Red in M series 

package. 

     Specify Location: Front face of module per configuration 

above.

     NOTE: DUO's to be wired constant hot, and use their own 

internal flasher. Connect sync wire between both lightheads.  

Wire to flash off of "Light Bar" switch. 

2
99-1844 

Modified

Lights: Warning, (1) Whelen M2WD Series Red/White Super 

LED with clear lens and BLACK bezel M2FC, ILOS M2WC Red 

LEDs on front fenders.  

1 99-0237

Opticom/Emitter: Warning, Opticom Pre-Wire "ONLY" with 

switch PN: 39-10-9053 in front console and wiring secured 

behind center clear light and configured to de-activate when 

the vehicle is in Park/Neutral.

2 Modified
Lights, Warning, Grille: LINZ6R Red LED w/clear lenses & 

BLACK flanges on center grille bar

2 99-0670

Lights: Warning, Grille, (1) Whelen LINZ6C Clear Super-LED & 

BLACK flange on LOWER grille bar, IATS

    Lights to flash in 'X' pattern with upper red grille lights

4 99-3911

Lights: Scene/Load, (1) Whelen M9 EZ Scene Light - LED 

Surface Mount M92SLB with black flange (black flange specific 

to this light model)- ILOS Halogen

     Specify Locations:  (2) Each Side of Module

2 99-2991

Lights: Scene/Load, (1) Whelen M9RCZ Combination Red LED / 

Scene lights with BLACK Flanges- ILOS 900 series Halogen 

load lights. 

     Locate: Rear of module upper, one each side of center M7 

amber. 

1 STD
Flasher: Dual mode flasher for Warning Light system, Vanner 

9860GCPE

2 STD
Siren Speakers: dual 100 Watt drivers mounted behind the front 

grille

1 STD Siren: Whelen 295 SLSA1, 200 Watt

4/22/2025  3:43 PM Page 12 of 18 Foster- Demo TYPE I AL-171 DOOR FORWARD.xlsx



1 99-2264

Lights: Warning, Door Open, (9) TecNiQ D21- AC00-1 Amber 

LED Link Lights, (3) LEDs mounted in each of the following 

door panels with (1) 33-11-4384 stainless steel bezel:

a. Both Rear Entry Door Panels - lower section.

b. Side Entry Door Panel - upper section.

Note: Each LED group will be 12" long overall so each door 

will have three LED lights connected to each other. LEDs will 

be installed behind the door panel in pre-cut slots designed to 

accommodate the LED group.  There will be (1) Maxxima 

M50910 flasher module mounted in each door and wired to 

each LED group.  Each group will be wired to "A" / "B" flasher 

modes so that the Middle and Outer LEDs alternate whenever 

that individual door is opened.

     NOTE:  AL 171 Type I Models Only.

-

06- Oxygen, Vacuum & Miscellaneous Items

3 STD
Oxygen Outlets: Quick-connect style, (2) in Action Area, (1) over 

Squad Bench

1 STD Oxygen Outlet: Quick-connect style, 1-ceiling, standard position

1 99-0966

Oxygen: Amico, Digital Contents Monitor with Manual By-Pass 

and switch on A/A panel ILOS Electric O2, Deletes standard 

regulator

     NOTE: MSV-II & Transit Models Only

1 Modified

Suction Aspirator System: SSCOR disposable container mounted 

on the Action Area panel, w/SSCOR gauge and quick-connect; 

SSCOR vacuum pump mounted on ceiling of Compartment #1A.

1 STD

Oxygen Cylinder Retention: Universal for "M" or "H" cylinder, 

steel w/3-spring buckle straps and top collar, powder-coated Safety 

Yellow color- in Compartment #1.

Production Note: Locate Yellow Tank Bracket so that the right 

hand edge is 1" from the right hand wall. 

-

07- AC / Heat

1 STD

HVAC System: High capacity Top Blow combination Heat-AC 

system with thermostat control in Action Area. HVAC unit mounted 

in Front bulkhead over and to the left of the Pass-Thru with plenum 

ducting along the top of the main cabinet wall with adjustable vents 

evenly spaced along the top of the wall. There will be 2 adjustable 

vent located beneath the ducting centered above the CPR seat. 

-

08- Cabinets, Hardware & Miscellaneous Items
1 STD Main Streetside Wall Cabinets w/Ducted HVAC System
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1 STD

Streetside Cabinet Configuration shall include a CPR Seat with 

Pro-4 seat belt system.  The seat belt system shall include a 

custom contoured seat back, a single click Pro-4 seat belt, 

custom pads on the upper straps for shoulder comfort and a 

heat embossed Medix LOGO at the head area.  There shall be a 

2nd Action Area, which includes (1) 125VAC and (1) 

12VDC/USB outlet, located aft of the CPR seating area. 

Main Wall aisle-facing Cabinets will have (1) adjustable aluminum 

shelf in each and sliding polycarbonate doors with full height 

extruded handles. Stainless steel trim on lower face. See Prints for 

Configuration. 

1 99-3914

Cabinets: Main Cabinet Wall, Custom SS rear wall, 2nd action 

area to be 21.75"W x 19.50"H (requires offset in exterior 

compartment #3).  Cabinet to have standard CPR seat, tip-out 

waste and drawer installed above the tip out cabinet which will 

raise the 2nd action area counter top.

Cabinets: Drawers, (1) ALUMINUM pull-out with HD Keyline 

slides and LifeDefender latch on drawer face - sized to fit a 

Smithworks IV warmer (inside dimensions of drawer: 19"W x 

15"D x 3.5"H) (dealer will supply and install Smithworks) - 

drawer to have curly cord connected from back wall of drawer 

to back wall of inside drawer cabinet - see option 99-0854 in 

the Electrical Section for wiring through relay. (Cabinet design 

to allow for the excess room needed behind the drawer for the 

curly cord to move); ORDER FROM PRINT: 33-103793. 

Locate: Below the 2nd Action Area on an M2, above a 

sharps/waste tilt-out. This will cause the 2nd action area 

countertop to raise up and thus decreasing height of cabinet 

"A" and angeld cabinet "C" rearward of CPR seat.

     NOTE:  AL 171 Models Only.

1 STD

Action Area Overhead Cabinet: Single cabinet full-height/full-

depth of Action Area with sliding polycarbonate doors and full height 

extruded handles.

1 Modified

Action Area and Switch Panel: Black, powder coated aluminum 

A/A panel, solid surface countertop with SSCOR Suction system 

collection cannister, Vacuum gauge, (2) Oxygen outlet, (1) Electric 

02 w/bypass and Digital Contents Gauge, (1) 12VDC/USB 

Outlet, (1) 125VAC Outlet, and separate thermostat.

Note: Angled Action Area Switch Panel Insert as per prints. O2 

Ports, Manual Bypass, Action Area Switch Panel, and Thermostat 

to be on Angled Panel. Suction Gauge, Suction Outlet, and Power 

outlets to be located on flat section of Action Area back wall as per 

prints.
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Modified - 

single 

color

Countertop: 1st / 2nd action area - Corian material 

overhanging cabinet edge w/ SAME COLOR accent lips. 

-Main color: BLACK

-Accent lip color: BLACK

1 99-3913

Cabinets: Drawers, (2) ALUMINUM build pull-out with HD 

slides stacked below the Action Area countertop with inside 

dimensions 12"W x 4"H x 17"D. with Austin/Defender latch.  

Requires offset in Compartment #2 tub, see option in body 

section.

     NOTE:  AL 171 Type I Models Only.

1 STD

Cabinet overhead, forward of CPR Seat: Beveled cabinet w/(1) 

adjustable shelf and (2) hinged 1/2" Acrylic doors with non-locking, 

two point Eberhard paddle latches on each door.

1 STD

CPR Seat, 2nd Action Area: CPR seat w/hinged, latching lid, 

storage under seat w/TriMark latch, EVS formed back rest and seat 

cushion; 2nd Action Area w/(1) 12VDC outlet, (1) 125VAC outlet

1 Modified

Cabinet overhead, rear of CPR Seat: Beveled cabinet w/(1) 

adjustable shelf and (2) hinged 1/2" Acrylic doors with non-locking, 

two point Eberhard paddle latches on each door.-Reduced in 

height for option above. 

1 STD
Inside/Outside access to Compartment #3: With dual 1/2" Acrylic 

hinged doors w/non-locking Eberhard two point paddle latches.

1 99-3711

Cabinets: Bulkhead, custom upper front bulkhead cabinet on 

AL-171 door forward design.  Beveled cabinet above the PASS-

through facing the curbside entry door. Install a single right 

hinged vented aluminum door, on the beveled cabinet for 

storage of electrical system components. To the right of this 

small cabinet, facing the rear of the module, install a 2nd 6" 

deep cabinet with dual, hinged 1/2" INSET acrylic doors with 

(1) Eberhard two-point PADDLE, non-locking latch on each 

door, friction hinges and (1) adjustable shelf. 

     NOTE: Electrical to be installed in angled cabinet with 

aluminum vented door. 

     NOTE: AL-171 Models only.

1 STD

Pass-Thru Angled Cabinets: Upper cabinet- general storage with 

dual, hinged, inset, non-locking doors and Eberhard Two-Point Non-

Locking PADDLE latches on each door; Lower cabinet general 

storage with dual, hinged, non-locking doors and Eberhard Two 

Point Non Locking PADDLE latches each door. Note: Doors to be 

solid powder coated aluminum inset.

1 Modified
Glove Box Holders: (3) w/hinged, powder-coated steel door, in 

pad above Head of Bench Workstation.
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1

NEW

BO# 

1770

Curbside Door Forward: Custom Configuration, Head of Bench 

workstation with single pull out drawer located at the top and 

facing the attendant seat.  Integrated into the #4 can cover that 

is designed with an upper offset, will be (1) powder coated 

aluminum pull out drawer (18"D x 28"W x 5"H) and will have a 

Locking Defender Latch PN: CW-LOCKASSY-AH001. This 

option is to be used in conjunction with the option for the 

curbside door forward and exterior compartment #4, 99-3908. 

There will be a color keyed solid surface countertop at the top 

of this workstation with backer plate for future monitor bracket 

install. Includes removable cargo net across Inside/Outside 

Access. 

    *NOTE: To be used with Door Forward design only, 

increased width Compartment #4 option and decreased width 

Compartment #6 option.

     NOTE: AL 171 Type I Models Only. 

1 99-3912

Squad Bench: Custom configuration for door-forward design 

with "NO" Sharps/Waste. Install powder coated aluminum 

squad bench with split squad bench lid, two matching length 

cushions, (2) EVS PRO-4 pods with a heat embossed Medix 

LOGO at the head area and second patient straps. Face of 

bench will include a stainless steel riser on lower section. 

Squad bench assembly to connect to "Door-Forward" design, 

curbside work station/increased width Compartment #4 and 

narrowed Compartment #6. (See separate options) 

     NOTE:  AL 171 Type I Models Only.

1 STD

Cabinet, Squad Bench Overhead: with (2) flip-up 1/2" Acrylic 

doors and Eberhard two point paddle latches with constant torque 

hinges.

1 STD
Cabinet: Rear Overhead: Single flip-up, inset acrylic door w/ non-

locking defender latch and constant torque hinges. 

1 STD

Technician's Seat: An EVS Rear facing custom contoured, 

automotive style, high back seat with the Pro-4 seat belt system 

mounted on an EVS structural steel base.  The seat belt system 

shall include a custom automotive style seat, a single click Pro-4 

seat belt, custom pads on the upper straps for shoulder comfort 

and a heat embossed Medix LOGO at the head area. 

1 STD Seat Base: EVS SB-2 Swivel Base for EVS Technician's Seat

1 99-0613-Y
Assist Rail: 72" - 1.25", Powder Coated Safety Yellow SS 1.25" 

with Radius Ends, ILOS -All Models

1 99-0615-Y
Assist Rail: 72" - 1.25", Powder Coated Safety Yellow SS 1.25" 

with Radius Ends, IATS -All Models

1 99-0614
Grab Handles: (3) V-Style, Powder Coated Safety Yellow 1.25: 

SS with Radius Ends- ILOS -All Models
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2 99-0745-Y

Grab Handles: (1) 18", Powder Coated Safety Yellow, 1.25" SS 

with Radius Ends PN: G304-49101356PCBY, IATS

     Location: (1) by Curbside entry door face on the #4 stack, 

(1) Curbside inside rear doors on Compartment #6 can cover.

1 STD
Reflective Striping, Door Open Protection: .50" Red reflective 

striping around interior door pan of all body doors.

1 99-2212

Vinyl: Chevrons, 2-Color, Entry Door Lower Kick Panels, 

smooth aluminum with DIAMOND GRADE reflective chevron 

installed ILO standard grade reflective chevrons on an MSV-II 

model.  NOTE:  Must Specify Colors:

     Color #1: 983-72 Red

     Color #2: 983-23 Fluorescent yellow green

     NOTE:  MSV-II Models Only.

1 STD

All Interior Cabinets, drawers, and Shelves to have black 

pebble grain rubber matting on cabinet bottoms and shelving.

-

09- Cots & Miscellaneous Items

1 99-0726

Cot Mount: Stryker, Power/Performance Load Systems, install 

floor plate "Only". ILOS 175-4.

     LOCATION:  Center

     NOTE: Coil Wiring below unit. 

     NOTE:  ME-153, ME-166, MSV-II Models Only.

-

10- Paint & Lettering
1 STD Paint: Body all OEM White

-

1 1000100 Roof Star ONLY, INSTALLED

SHIP LOOSE

2 STD Fire Extinguisher: (2) 5 lb- Ship Loose is Standard

TOTAL  ORDER

I have reviewed this Order and find it to be acceptable and ready

to build.
 
_______________________________  Date: ________________

                Dealer Signature

I have reviewed this Order and find it to be acceptable and ready

to build with the addition of the attached, approved changes.

_______________________________  Date: ________________
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                Dealer Signature

NEW!
Please click the link below to complete the Medix Purchase Agreement

Standard Terms & Conditions.  

Please note, your order will not be accepted without receipt of the signed

Terms & Conditions.

Medix Purchase Agreement Standard Terms & Conditions for Sale

SUBMIT YOUR ORDER TO 
med_new_orders@medixambulance.com

Due to on-going product improvements and the changing requirements of the ambulance industry,

MEDIX Specialty Vehicles, Inc. reserves the right to change product specifications and related

products without prior notice and without any obligation to change prior products or parts. ALL

PATENTS RIGHTS RESERVED.
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Repair Order
Invoice

Invoice To:

RICHLAND COUNTY EMERGENCY SERVICES
1027 N JEFFERSON STREET

RICHLAND CENTER WI   53581

WI002783

Payment Term

Nov 14, 2024

Invoice

RICHLAND COU NET 30

Date Customer POA/C

21 /

Page

bryank@reliantfire.com

Fax: 262-297-5022

Tel: 262-297-5020

Slinger, WI 53086

PO BOX 470

880 Enterprise Drive

Reliant Fire Apparatus

RO WO Date Oct 24, 2024WO003205 WI-SERVICE,PARTS,Repair Loc.RICHLAND COUNTY EMERGENCY
SERVICES

Owner

Unit VINLIFELINE 1GB6G5CLQC1142085

2012 Chevy Duramax Lifeline

Make Model Year Engine

License

2012

ODOMETER 61679 MI ENGINE 4147 HR

Activity Description

TotalPart Number Part Description ChargeQuantity

1.Siren Speaker 446.60203.00002.20 HR

Customer states we were out doing the same repair on their 2008 Horton a few weeks ago.  The Siren
speakers burn up after time and blow fuses.  On the Horton they supplied us with speaker and AMP and
we installed.  On this unit they said the bumper has two speakers and they are right next to each other.
Said one of the two is not working but do not know which one since they are side by side.  Wants us to
bring speaker and replace bad speaker and customer is providing a new AMP they want us to install with
it.  On the Horton we needed to make a new harness and also found a pinched wire.  Please trace current
wiring and verify it is good for the speakers and be prepared to run new wiring if needed.

Complaint:

Driver side siren speaker drive blown found date on unit from the year 2012, checked with multimeter.
Check all the power wiring going to amp and interface unit, no defects found. Checked all grounds no
loose or broken wires. Checked wiring from speakers along frame into cab, no broken or pinched wires
found.

Cause:

Replaced blown driver side speaker driver, verify repair by testing system, no other issues present at time
of repair to warrant further diagnosis of system.

Correction:

SD0302 100 Watt Driver (No Neck / Narrow  Back) 298.10201.00 EA 298.10

Activity Sub-total: 744.70

2.TRAVEL TIME 185.00185.00001.00 HR

Travel to and from customer location.Complaint:

This is time actually taken to reach and return to requested location.Cause:

Travel to and from location.Correction:

Activity Sub-total: 185.00

Last Cert. ()

Technician AuthorizedCOLLIN-Collin



Repair Order
Invoice

Invoice To:

RICHLAND COUNTY EMERGENCY SERVICES
1027 N JEFFERSON STREET

RICHLAND CENTER WI   53581

WI002783

Payment Term

Nov 14, 2024

Invoice

RICHLAND COU NET 30

Date Customer POA/C

22 /

Page

bryank@reliantfire.com

Fax: 262-297-5022

Tel: 262-297-5020

Slinger, WI 53086

PO BOX 470

880 Enterprise Drive

Reliant Fire Apparatus

31.58

INVOICE TOTAL: 961.28

Total Parts: 298.10

631.60

Shop Supplies:

SubTotal: 961.28

Total Labor:

If wheels were removed for any reason the lug nuts should be rechecked after OEM recommended mileage.

A surcharge of 4.00% of the transaction amount on Visa and Mastercard purchases, which is not greater than our
cost of acceptance, will be charged. We do not surcharge Visa and Mastercard debit cards.

Part Returns:  Returns will be accepted within fourteen (14) days of the original invoice date and subject to a 10%
restocking fee for non-fabricated or special order parts.  Fabricated or special order parts sales are final and non-
returnable. Shipping/handling/freight/surcharges incurred will be the responsibility of the Purchaser and not
refunded from the original invoice.

Signature:_______________________________





Estimate

For: Richland County Emergency Services

michael.jessen@co.richland.wi.us

1027 N Jefferson St

Richland Center, WI, 53581

6086047736

Estimate No: 455

Date: 03/20/2025

Ship To: 1027 N Jefferson St

Richland Center, WI, 53581

Tracking No

Ship Via UPS Ground - Signature

Req

FOB

Code Description Quantity Rate Amount

SA951_Controller This Controller Alerts First responders quickly and efficiently around the station when a call is

received. The Controller is designed to decode 1 & 2-tone QCII or DTMF tones on Conventional VHF

& UHF frequencies or P25 Talkgroups. Radio Administrators can seamlessly interface this controller

into an existing base station radio with the DB9 Radio Interface Port. 911 Systems LLC also offers

compact Conventional & DMR VHF or UHF Radio options to mount directly to the SA951 housing. 

Each one or 2-Tone (QC-II) Set, DTMF Set, Input Trigger and Pager Port can enable specific output

ports for Automation, power lights and other notification devices and play custom audio over your

station speakers, followed by live audio of dispatch information if you choose. Heart Safe alerting is

easy with user-selectable/loadable audio files. 

Multi-Agency Alerting is easy with the included Unication / Motorola Pager 5-Pin DIN Interface. The

Pager Interface allows for expanded alerting capabilities, such as notification of mutual aid calls

that may be dispatched on a separate radio system or connecting a weather radio for All Hazard

Warnings.

1 $2,495.00 $2,495.00

951_APX_CONSOLE Radio Interface Cable to Connect APX/XTL Series Radios to the SA951 Station Alert Controller. 1 $150.00 $150.00 

70V-180W-PA-AMP This model offers 180 watts at 70 volt and you can either use the binding posts for single zone

applications or use the speaker wire outputs and split the power up to 6 zones. (Do not exceed 100

watts on a single zone). Each zone can have an unlimited amount of speakers wired in parallel. You

can also split the 180 watts into 6 zones as you please. For example you can put 25 watts to each

of the 6 zones or 50 watts to 2 zones and 12 watts to each of the remaining zones. Simply put, if the

total watts are under 180 then you are OK. (Most professionals recommend you not exceed 80% of

the amp power. We recommend your speakers watts not to be more than 150 total on the speaker

taps.

1 $319.95 $319.95 

 

Po Box 134

California, MD 20619

sales@911systemsllc.com

www.911systemsllc.com

301-842-6201

MD LIC Number: 5000964636

NJ BRC: 0451083586

PA LIC: 67817653

1 / 3



Code Description Quantity Rate Amount

70V-7020-Bay-

Speaker

features 4-way swivel brackets that allow you to mount the speaker to your wall and angle it left/

right and up/down. The 4-way swivel makes sound staging in large rooms easier and more efficient.

IPX55 rated!

These speakers are IPX55 rated. This means you can install them indoors or outdoors. They can

withstand heavy rain, moisture, sun,dust, and even jet streams of water hitting the speaker from

multiple angles. We went above and beyond in terms of product development to get these speakers

IPX55 rated. The cabinets were upgraded to a high-end waterproof ABS material. The grill is made

of aluminum and will never rust from outdoors use. We used powder coated steel brackets to

ensure that the brackets wouldn’t rust either. The brackets pass a 96 hour salt water spray test.

Even the speaker wire terminals are waterproof and rustproof!

4-Way swivel bracket allows angle adjustments up, down, left, and right

IPX55 rating makes this perfect for outdoor use or indoor use

IPX55 means this can withstand jet streams spraying it from any angle without any damage

Rugged ABS cabinet is waterproof

Aluminum grill is waterproof and rustproof

Weather resistant

Powder coated steel mounting brackets that pass a 96 hour saltwater spray test

5.25” Woofer with Polypropylene cone

13mm PEI tweeter is very efficient and has great sound quality

Frequency Response: 60Hz – 20Khz

Sensitivity: 87dB

RMS Power: 40w (when using 8 ohm)

Nominal impedance: 8 Ohm

Waterproof spring loaded terminals

Built in transformer supports 70V installations

Built in tap switch to easily select your 70V power

Color: White

Weight: 4.16 Lbs each

Cabinet dimensions: 9.6” x 7.1” x 7.5”

4 $99.95 $399.80 

70VCEILINGSPK 911 Systems LLC 70V Ceiling Speaker. Includes built in 70V Transformer for use with 70V PA

Amplifiers. This unit comes with two spring loaded clips to install in a 6" hole in your existing

Suspended (Drop Ceiling) or Drywall style Ceiling or Wall. taps for 2.5, 5, 10 watts output.

18 $39.00 $702.00 

12V-4STACK-BGYR-

BLK

Industrial Standard Stack Light, Rugged ABS Enclosure with Frosted White Lens Covers. The 4 Stack

Version Offers Blue, Green, Yellow & Red LEDS that can be independently activated via our SA951

Alert Controller. Each LED section has the ability to choose Steady On, Flashing, or Simulated

Rotating light patterns. This Version also incorporates a Pizzo Buzzer that can configured to alert

under certain circumstances as programmed by the end user.

10 $99.95 $999.50 

Beacon_Red Red Electronic Rotating Beacon Light for all 911 Systems Alert Systems. This is a 12vdc Beacon

with 6 flash patterns that are user selectable. Unit provides notification lighting in bunk room, living

areas and/or the apparatus bay.

4 $65.00 $260.00 

18/2Cable_500FT In Wall/Ceiling Rated 18/2 Power Cable for Low Voltage (12V/70V) applications. Recommend

Terminations In Electrical Box for safety (Except 70V Speakers which terminate in built in fitting on

speaker).

1 $99.95 $99.95 

22/6_WIRE_500FT In Wall/Ceiling Rated 22/6 Cable for stack Lights 1 $149.95 $149.95 

- Estimate 455 - 03/20/2025
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Subtotal $5,576.15

TAX 0% $0.00

Shipping $79.12

Total $5,655.27

Total $5,655.27

- Estimate 455 - 03/20/2025
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Reliant Fire Apparatus, Inc.
880 Enterprise Drive

Slinger, WI 53086

servicewi@reliantfire.com

(262) 297-5020

Invoice: INV-WI-1770

Date: 4/21/2025

Bill To

Richland County

1027 North Jefferson Street

Richland Center, WI 53581

P: 608-604-7736 

Ship To

Richland County

1027 North 

Jefferson Street

Richland Center, WI 

53581

Remit Payment To

Reliant Fire Apparatus

PO BOX 470

Slinger, WI 53086

Service Order Terms Due Date Authorizer Customer PO Unit #

SO-WI-1724 Net 30 5/21/2025 Michael Jessen 1212

Item Description Quantity Rate Amount

Drive to unit

Labor Drive to unit (Service Call) 

1027 North Jefferson Street, Richland Center, WI 

2.11000 $185.00 $390.35

  Subtotal $390.35
 

Complaint: Cannot open door for oxygen compartment.

Cause: Remove light on door and found linkage rod pin missing.  

 

Labor Correction:
Cab & Body / Lap Doors / Pry the latch and pull handle to get door open. 

Remove inside panel and locate the pin, found retainer portion has broke. 

Install the pin and zip tie both pins to keep them retained. Check door 

adjustment and latches open well. Install used light for customer and tested, 

works as needed. Test door again after panel install and had no further issues.

- Created: 4/16/2025 Completed: 4/16/2025

1.37000 $203.00 $278.11

  Subtotal $278.11
 

Return from unit

Labor Return from unit 

1027 North Jefferson Street, Richland Center, WI 

1.91000 $185.00 $353.35

  Subtotal $353.35
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Unit: 1212  VIN: 2121212

2010 Horton Ambulance

*Fire Pump: 0 Hours

*Generator: 0 Hours

Chassis: 92,693 Miles

Engine: 4,705 Hours

Labor $1,021.81

Shop Supplies $51.09

Pre-Charge Subtotal $1,072.90

Exempt
(0% of $0.00)

$0.00

Total $1,072.90

Payments & Credits $0.00

Balance Due $1,072.90

If wheels were removed for any reason the lug nuts should be rechecked after OEM recommended mileage.

A surcharge of 4.00% of the transaction amount on Visa and Mastercard purchases, which is not greater than our cost of acceptance, will be charged. We do not 
surcharge Visa and Mastercard debit cards.

Part Returns:  Returns will be accepted within fourteen (14) days of the original invoice date and subject to a 10% restocking fee for non-fabricated or special order parts.  
Fabricated or special order parts sales are final and non-returnable. Shipping/handling/freight/surcharges incurred will be the responsibility of the Purchaser and not 
refunded from the original invoice.

We would love your feedback!  Please tell us how we did using the link below.  It will only 
take a minute of your time and each review helps us to grow and improve our service.

https://bit.ly/reliantservice
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